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ZeniPRO™ uand
Liquid Mold Inhibitor

COUNTRY
Canada

ITEM CODE
015219

DESCRIPTION
A liquid mold inhibitor for wet distillers grains.

INGREDIENTS
Propionic Acid, Acetic Acid, Water, Sodium Hydroxide Solution, Ammonium Hydroxide, Benzoic Acid, Sorbic
Acid, Methylparaben and Propylparaben.

QUALITY SPECIFICATIONS

Guaranteed Analysis

Propionic acid (min.) 70%
Parameter

pH 5.0-5.5
Specific gravity 1.07 -1.08

TYPICAL CHARACTERISTICS

Parameter

Color Purple
Odor Acidic
Weight per liter 1.08 kg/l

INSTRUCTIONS FOR USE
Apply at the rate of 2 to 6 kg/tonne of wet distillers grains (30-40% dry matter) depending on moisture content
and desired length of storage.

STORAGE

Store in a cool, dry place. Keep container closed when not in use. The viscosity of this product will vary
inversely with temperature. This product may cause dermal and respiratory irritation and/or sensitivity.
Appropriate protective equipment must be worn during handling. Use within 12 months of the manufacturing
date.

PACKAGING
200 kg drums and 1,000 kg IBC containers.
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